
New Products Release ! Indoor Unit for VRF

Feature

ARXK07/09/12/14GCLH ARXK18GCLH ARXK24GCLH

Large living space available
Installation space can be reduced down to 

minimum depth 600mm height 223mm and large 

living space can be used.

Optimum airflow path and 
low noise operation
Low noise is realized drastically 

by stabilized airflow design

Compact & Slim duct indoor units for comfortable living space

Easy design and maintenance for drain

at quiet mode*1
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Models with drain pump: Maintenance is easy

Parts can be replaced from the side 
of the body where maintenance is 
easier

V shaped heat exchanger

Optimum airflow path
*1 ARXK07-09GCLH

(07 / 09 / 12)

Static Pressure

Max.  50Pa
(14 / 18 / 24)

Fan casing Top View

Air
Stabilizer

Drain hose is standard accessory

Max.

850mm

Mini Duct Series (built-in drain pump)
Depth : 45cm(Top Class)



•Specifications and design are subject to change without notice for further improvement.

Distributed by :
•Actual products’ colors may be different from the colors shown in this printed material.

•“                           ” are worldwide trademarks of FUJITSU GENERAL LIMITED and are registered trademarks in Japan and other countries or areas.
• Other company and product names mentioned herein may be registered trademarks, trademarks or trade names of their respective owners.

Note : Specifications are based on the following conditions.
Cooling : Indoor temperature of 27°CDB / 19°CWB, and outdoor temperature of 35°CDB / 24°CWB.
Heating : Indoor temperature of 20°CDB / (15°CWB), and outdoor temperature of 7°CDB / 6°CWB.
Pipe length : 7.5 m; Height difference between outdoor unit and indoor unit : 0m. Voltage : 230 [V].

Specifications

Model : 
ARXK***GCLH

(Unit:mm)
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Dimensions Compatibility

Optional parts
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High
Me-Hi
Med
Lo-Hi
Low

Quiet
Range

Standard
High

Me-Hi
Med
Lo-Hi
Low

Quiet

Liquid
Gas

Drain hose

2.2
2.8
28

460
440
420
400
370
340

0 to 30
10
26
25
24
23
22
21

198 × 700 × 450
15.5
6.35
12.7

Power source
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Dimensions (H x W x D)
Weight

Connection pipe diameter

Model name

2.8
3.2
28

460
440
420
400
370
340

0 to 30
10
26
25
24
23
22
21

198 × 700 × 450
15.5
6.35
12.7

3.6
4.0
35

550
520
480
450
410
340

0 to 30
10
29
27
26
25
24
22

198 × 700 × 450
16

6.35
12.7

4.5
5.0
66

760
660
560
490
410
340

0 to 50
15
34
31
28
26
24
22

198 × 700 × 450
16

6.35
12.7

5.6
6.3
73

930
840
740
640
540
470

0 to 50
15
33
30
28
26
24
22

198 × 900 × 450
19

9.52
15.88

7.1
8.0
80

1,160 
1,060 
960 
860 
750 
610 

0 to 50
15
32
30
28
27
25
22

198 × 1,100 × 450
22.5
9.52

15.88

ARXK07GCLH ARXK09GCLH ARXK12GCLH ARXK14GCLH ARXK18GCLH ARXK24GCLH

kW

V / Ø / Hz 230V / 1 / 50Hz

VP25 [ 25(I.D.); 32(O.D.)]

W

m3/ h
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Kg

Auto Louver IR receiver unit 
Auto louver grille kit 

Remote sensor unit 
External connect kit 
  

: UTB-YWC
: UTD-GXTA-W (ARXK07/09/12/14GCLH)
: UTD-GXTB-W (ARXK18GCLH)
: UTD-GXTC-W (ARXK24GCLH) 
: UTY-XSZX
: UTY-XWZXZ7
: UTY-XWZXZB
: UTY-XWZXZC
: UTY-XWZXZD
: UTY-XWZXZE

• Thin design provides a comfortable living environment 

over a wide area.

• Automatic louver grille provides comfortable air 

conditioning all the way down to the floor and matches 

the interior design well. (Optional)

e air

n

e air 

nd matches 

Control box
Air

Control box

Liquid: D
Gas: E

A
(Bolt pitch)

(B
ol

t p
itc

h)

46
9

31
5 30

R

C
B

Drain hose(Accesorry)
(VP25: ID25mm, OD32mm)

Drain port (With drain pump model)
(VP25: ID25mm, OD32mm)
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752

700

650

6.35

12.7

ARXK18

952

900

850

9.52

15.88

ARXK24

1152

1100

1050

9.52

15.88

A

B

C

D

E

Drain port 
(VP25: ID25mm, OD32mm)Drain port 

(VP25: ID25mm, OD32mm)
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View R (Rear view)

AvailableVRF Series

Fujitsu General Central Air-conditioner (Wuxi) Co., Ltd.Fujitsu General (Thailand) Co., Ltd.

ISO 9001
Certified number: 01 100 89394

ISO 14001
Certified number: 01 104 9245/01

ISO 9001
Certified number : 00608Q11061R2M

ISO 14001
Certified number : 00609E20454R2M


