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1. BMS solution

> Modbus Convertor ‘L\;‘MOdbus e
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» KNX Convertor K’ N X\

2. Internet Control solution

T

IntesisHome’ ™

> WiFi Adaptor
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BMS Solution FUJITSU

Ventilation Lighting Security Window & Blind Fire Alarm 4
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KNX convertor / MOD Bus Convertor
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Control Device Building Facility Control Interface
-Card Key -Air Conditioner -PC / Tablet
-llluminate Sensor -HVAC -Smart Phone
-Thermo Sensor -Lighting -Touch Panel
-Camera -Alarm

-Switch -Windows Blind
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KNX convertor / MOD Bus Convertor

Modbus convertor KNX convertor

¢ FJ-RC-MBS-1 e FJ-RC-KNX1i

| Ac unit Ce
IntesisBox"™ &
] www intesis.com L‘ |}

ElA485
AB

63

» Compatible to RAC and VRF products.
» Max connectable 16 indoor units (i same Rc group)
» Connecting to RC connection terminal

» No separate power supply
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Compatible models

RAC

Duct Cassette

Floor

Wall Mounted

Ceiling
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Over View FJ-RC-MBS-1

|/ Ac unit ce
IntesisBox ®g)
/ www.intesis.com
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Specifications
» Bidirectional: Monitoring and Control

Fast and easy installation

Direct connection to R5-485 bus and the indoor unit
No external power supply required

Small size (WxHxD): 93 x 53 x 58 mm

- Intellution
- ABB
ModBus
and many others
‘ BMS
mesortg | ModBusRIU__ & D
e SCADA Ey
‘ —_ HMI
i | :
IntesisBox®
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General features FJ-RC-MBS-1

Main Features
[1 Quick and easy installation.
Mountable on DIN rail, wall, or even inside the indoor unit in some models of AC.

[ External power not required.

[ Direct connection to Modbus RTU (EIA485) networks.
Up to 63 FJ-RC-MBS-1 devices can be connected in the same network.

[1 Direct connection to the AC indoor units.
Up to 16 indoor units in same group can be connected.

1 Configuration from both on-board DIP-switches and Modbus RTU.

[1 Total Control and Supervision.
ON/OFF, Mode, Fan, Set Temp., Louver, Error, Filter Clean

[1 Special communication objects for increasing comfort and energy saving.
Window contact, operating hour counter, scene setting, Enable/Disable device, RC prohibition

1 Allows using simultaneously the IR or wired remote controls and Modbus RTU.




MOD Bus Convertor

Specification FJ-RC-MBS-1

58 mm

‘%

AC Unit
c-:unnelctinn

DIP
Switches

LED
Indicator

DIP
Switches /

93 mm

| Ac unit Cc€
IntesisBox®g)
www.intesis.com L
/
ElA485
AB
‘

Dimensions: 93 x 53 x 58 mm
Weight: 85¢g
Consumption Current: 80 mA

Operating Temperature: 0...40°C
Stock Temperature: -40. .. 85°C

Operating Humidity:

<95% RH, non-condensing

Stock Humidity:

<95% RH, non-condensing

Isolation voltage:

1000 VDC

Isolation resistance:

1000 MS2

Modbus Media:

Compatible with Modbus RTU - EIA485 networks

(e ®)
FUJITSU
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Connection FJ-RC-MBS-1

¢ FJ-RC-MBS-1 with FUJITSU Remote Controller

Remote Control

I For wall mount :
I extract the upper |
I and down staples |
|

1

1

AC Indoor Unit

AC Unit 1 until you hear the

IntesisBox¥ p "click™.
FIRC-MES-1 R T

Internal electronic
control board

Max. 500 m

s FJ-RC-MBS-1 without FUJITSU Remote Controller

AC Indoor Unit B

AC Unit

FI-RC-HBS-1

92 mm

Drata (2) W =
Power (3) R A - > MODBUS RTU
—————————— : EIA4BS
Internal electronic Max. 500 m Bus

control board

12
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Document FJ-RC-MBS-1

BmData sheets
http://www.intesis.com/pdf/IntesisBox_ FJ-RC-MBS-1 datasheet eng.pdf

BUser’s Manual
http://www.intesis.com/pdf/IntesisBox_FJ-RC-MBS-1 _manual eng.pdf

IntesisBox"

B Compatible model list g P
http://www.intesis.com/pdf/IntesisBox FJ-RC-xxx-1 AC_ Compatibility.pdf

Modbus Interface for FUJITSU air conditioners
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General features FJ-RC-KNX-1i

FJ-RC-KNX-1i as Master i L
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FJ-RC-KNX-1i as Slave e N
- ) [H] a :,ss B Ml =
Specifications | | | |
« Bidirectional: Monitoring and Control SRR ..
. Configuration from ETS — . . KNX

» Direct connection to KNX bus and to the AC indoor unit = — .
» 4 binary inputs for potential-free contacts . e

- Connection type: 2 wires without polarity.

| FUjiTSU

- Total maximum distance: 500 m.
» No external power supply required

« Small size (WxHxD): 71 x 71 x 27 mm g = W "

Copyright 2013 Fujitsu General Limited. All rights reserved.
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General features FJ-RC-KNX-1i

Main features

- Easy installation as Slave or Master in parallel with Fujitsu
remote controllers.

- Great integration flexibility. Configured directly from the
ETS.

» Special communication objects for increasing comfort and
energy savings: Open window, Working hours counter,
Save /execute scenes, Enable/Disable device, Enable/
disable remote controller,...

« Simultaneous control from KNX and the Air Conditioner
Remote Controller.




KNX Convertor

70 mm
E B (T KNX bus
Binary inputs oox \./ connection
20 i intesisBox® ., \ Programming LED
““*E /"\ Programming button
\
o \ AC Indoor Unit bus

connection
28 mm
Envelope ABS (UL 94 HB). 2,5 mm thickness
Dimensions 70 X 70 X 28 mm
Weight 709
Colour Ivory white
29V DC, 7TmA
Power supply

Supplied through KNX bus.

Voltage: 13-18V

Current: 80mA

LED indicators 1 x KNX programming.

Push buttons 1 x KNX programming.

4 x Potential-free binary inputs.

Signal cable length: 5m unshielded, may be extended up to 20m with twisted.
Binary inputs Compliant with the following standards:

IEC61000-4-2 : level 4 - 15kV (air discharge) - 8kV (contact discharge)
MIL STD 883E-Method 3015-7 : class3B

Configuration Configuration with ETS.

AC Indoor Unit Bus

Operating From 0°C to 40°C
Temperature

Storage From 40°C to 45°C
Temperature

Isolation Voltage 2500V

(e ®)
FUJITSU
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Document FJ-RC-MBS-1

BData sheets
http://www.intesis.com/pdf/IntesisBox_FJ-RC-KN)}

BUser’s Manual

http://www.intesis.com/pdf/Integ
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| | =2 IntesisBoxf:7
BCompatible model list s
http://www.intesis.com/pdf/IntesisBox_FJ-RC-xxx-1_AC_Compatibility.pdf mT;
—
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2. Internet Control solution FUJITSU

IntesisHome /N

IntesisHome 4
> Wi-Fi Interface @ 2

18
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From:

- The Office

- The Street
- The Gym

- Everywhere

InteS|sHome

\

- - Electricity, Gas

— — and Water Billing

INTERFACE
WIFI

- Lights control

- Blinds

- And others

ROUTER WIFI

MORE FUNCTIONS

Copyright 2013 Fujitsu General Limited. All rights reserved.



Wi-Fi Interface FUﬁTSU
IntesisHome"

kitchen

ambient temperature setpoint temperature

kitchen 26.0°C = 25.0°C +

fan speed

O

dry manual

left/right vanes up/down vanes

C J

/

manual manual

FUJITSU INTERFACE

WIFI
Minimum Recommended ‘
\) Internet Explorer 7.0 9.0 or above e
Q Mozilla Firefox 10.0 10.0 or above & ‘ ¢
@ Google Chrome V8 V8 or above ROUTER WIFI 6
@ Safari 4.0 4.0 or above
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IntesisHome /Y

Yourr Hoese W The !

IntesisHommefa }

@55 Contred your aw conditioning from everywhere
3 Steuen Sie Ihr vOn wo immer Stke. "
o 1 box ark 5 a5
@ Controla tu climatizador desde cusiauiar luga

MANUAL
FJ-RC-WIFI-1

INFORMATION

IntesisHome A

|
WiFi Signal Receiver Intesis Home Device

: : : 70 x 108 x 28 mm
Registration Device Code

, ) o , (Top cover on Manual)
Copyright 2013 Fujitsu General Limited. All rights reserved.
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App software

IntesisHome’ /N

Lite Version Free download | J

—
5
|

—

Monitoring/Control your Air conditioner from everywhere.

Multi Language.

Advanced Version
Pro Version

L4

[ﬁw Advanced functionality (scheduler calendar, Energy Saving, etc).
\ - Maintenance functions:
r‘,}f‘ - Dirty Air Filter alerts (time counter)

- Technical Service network

- Error list

P £ A

.. Scenes configuration.

e ECO advices.

For more detail http://www.intesishome.com/docs/IntesisHome Licenses and prices.pdf



http://www.intesishome.com/docs/IntesisHome_Licenses_and_prices.pdf
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Document IntesisHome' /Y

B General Information

http://www.intesishome.com/?lang=en

HBUser’s Manual

http://www.intesishome.com/docs/User-Manual-IntesisHome.pdf

BSetting Guide -

http://www.intesishome.com/docs/IntesisHome DeviceConfig.pdf

B Compatible model list

http://www.intesishome.com/support/compatibility-list/?lang=en

App IntesisHome’ /N

&
6 https://itunes.apple.com/en/app/intesishome/id5000952807Is=1&mt=8 %

—_— | https://play.google.com/store/apps/details?id=com.intesis.intesishome&hl=en @
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Compatible models

RAC

Duct Cassette

Floor

Wall Mounted

Ceiling

5\

IIIIIIIIIIIIIIIIIIIIIIIIIII

S L SIS
(e (e ¥ o (e
_A < < < <
el m
53 m
oW i
P> > _
ONQ) “
P L < “
PR
ONONS) [ONON®)
_pIVUMEmmKED
RN [ U [N U U IS [ (R |

 MIRSTAGE

-1

v

J v Jl




