
New Products Release ! Split Air Conditioner

Wired remote controller (High grade) : UTY-RVNYN 
Wired remote controller :  UTY-RNNYN 

Optional parts

Split Air Conditioner

High-performance wall mounted type greatly improves energy efficiency. 
It uses a new refrigerant (R32).

(09/12) (18/22/24)

Top Class High EER 

● More Energy saving
A new refrigerant (R32) is used. The operating 
performance is better than in the previous model and 
energy saving is greatly improved. 
The 2.6 (kW) Class achieves a 
START RATING of 5.0.

EER
Cooling

24

3.53
3.27

 Class

Previous model

New model

● Energy saving control
A human sensor senses the movement of 
humans to reduce operation when no one is in 
the room. The wasteful consumption of energy 
is reduced automatically to keep down 
electricity bills.

Turns down operation when the room is empty to save electricity

8%
increase!
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7%
increase!
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4.10
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25%
increase!
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DC
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ALL
DC
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ALL
DC
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ALL
DC
ASTG24KMCA

Automatic operation 
to match your lifestyle 
during the week

● 3 Mode timer (weekly/Program/Sleep)
Planned schedule operation can be set 
easily to match your lifestyle to save 
energy by reducing wasteful operation.

ON OFF ON OFF Time

Temp. Set ON/OFF time 
and temperature 
for 1 day.

Press
the Weekly timer

button.

SUN TUEMON WED THU FRI SAT

SUN TUEMON WED THU FRI SAT

SUN TUEMON WED THU FRI SAT

ON OFF ON OFF Time

Temp. The same settings 
are applied in 
batch for 1 week.

Setting for 
all days of the week

Thereafter, you can 
change just only timer 
program of specified 
days.

ON OFF ON OFF
Time

Temp.

Wireless R.C.

Option

Wired RC (High grade) AOTG09/12KMCA AOTG18/22/24KMCA

Human sensor

(ASTG09/12KMCA)

(ASTG18/22/24KMCA)



Dimensions

Specifications

Capacity

EER
COP

Running Current
Moisture Removal

Airflow Rate (High)

Noise (Indoor)

Net Dimension 
H x W x D

STAR RATING INDEX
10 STAR standard

Piping Connections (Small / Large)
Drain Hose

Max Height Difference

Operation Range
Cooling
Heating

Max Pipe Length (Pre-Charge)

Refrigerant

Heating
Cooling / HeatingInput Power

Power Source
Cooling

Cooling

Indoor / Outdoor (Cooling)

Cooling H/M/L/Q
CoolingNoise (Outdoor)

Heating
Cooling
Heating

Cooling / Heating

Indoor unit

Outdoor unit

°CDB

mm

m

kg
mm

kW

kg

A
l/h

kW/kW

m3/h

dB(A)

mm

V/ Ø/Hz

kW

Model No.
Indoor unit

Outdoor unit

ASTG09KMCA

AOTG09KMCA
240/1/50

2.5 (0.5 - 3.3)
3.2 (0.5 - 4.0)

0.51 / 0.62
4.90
4.89
5.0
5.0

6.0 / 7.5

40///22
47

750/
268 x 840 x 203

9.5
540 × 790 × 290

34
Ø6.35 / Ø9.52

15 (15)
10

10 - 46
-15 - 24

R32

ASTG12KMCA

AOTG12KMCA
240/1/50

3.5 (0.9 - 3.9)
3.7 (0.9 - 5.3)

0.86 / 0.81
4.07
4.57
3.5
4.5

6.5 / 9.0

42///22
49

750/
268 x 840 x 203

9.5
540 × 790 × 290

34
Ø6.35 / Ø9.52

20 (15)
15

10 - 46
-15 - 24

R32

ASTG18KMCA

AOTG18KMCA
240/1/50

5.0
6.0

4.10
4.23
3.5
3.5

45///29
48

920/
300 x 940 x 270

620 × 790 × 290

R32

ASTG22KMCA

AOTG22KMCA
240/1/50

6.0
7.2

3.76
4.06
3.0
3.5

48///32
52

990/
300 x 940 x 270

620 × 790 × 290

R32

ASTG24KMCA

AOTG24KMCA
240/1/50

7.1
8.0

3.53
3.54
2.5
2.5

49///32
52

1120/
300 x 940 x 270

620 × 790 × 290

R32

Note : Specifications are based on the following conditions.
Cooling : Indoor temperature of 27°CDB / 19°CWB, and outdoor temperature of 35°CDB / 24°CWB.
Heating : Indoor temperature of 20°CDB / (15°CWB), and outdoor temperature of 7°CDB / 6°CWB.

Models :  ASTG09KMCA / ASTG12KMCA Models :  ASTG18KMCA / ASTG22KMCA / ASTG24KMCA 

(Unit : mm)                
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Feature explanation

Auto-changeover :  The unit automatically switches 
between heating and cooling modes based on your 
temperature setting and the room temperature.

Demand Control : Restrict the operation of air
conditioner base on the demand of energy provider in
order to cut the peak load.

Human sensor : Human sensor catches movements of 
people in a room.

Program timer : This digital timer allows selection of 
one of four options:
ON, OFF, ON → OFF or OFF → ON.

Up / down swing flaps : The up/down flaps 
automatically swing up and down.

i-PAM control models

Automatic air flow adjustment : The micro-computer 
automatically adjusts the air flow effectively to follow 
the changes of room temperature.

Auto restart : In the event of a temporary power failure, the 
air conditioner will automatically restart in the same operating 
mode as before, once the power supply is restored.

Economy mode : Limits the maximum operation 
current, and performs operation with the power 
consumption suppressed. 

10°C HEAT operation :  The room temperature can be 
set to go no lower than 10°C, thus ensuring that the 
room does not get too cold when not occupied.

Powerful mode : Operation at maximum air flow and 
compressor speed, and quickly makes the room 
comfortable.POWERFULPOWERFUL

Sleep timer : The micro-computer gradually changes 
the room temperature automatically to afford a 
comfortable night's sleep.

Low Noise Mode : Sound noise level of outdoor unit 
can be selected.

Double swing automatic : Complex swing action of 
flaps enables automatically to swing both horizontal 
and vertical directions.

Fujitsu General (Shanghai) Co., Ltd.

ISO 9001
Certified number : 01 100 79269

ISO 14001
Certified number : 310102-UK

N807

All products specified in this brochure 
comply with the Australian
Communications Authority's (ACA)
requirements for Electromagnetic
   

Weekly timer : Different on-off times can be set for
each day.

Long-life ion deodorization filter : The filter deodorizes by 
powerfully decomposing absorbed odors using the oxidizing and 
reducing effects of ions generated by ultra-fine-particle ceramic.

Filter sign : Indicates the filter cleaning period by 
lamp.

Washable panel

Apple-catechin filter : Fine dust, invisible mold spores, and 
harmful microorganisms are absorbed into the filter by static 
electricity, and further growth is inhibited and deactivated by the 
polyphenol extracted from apples.


